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Electromotoric Actuators 
for valves with 90° angle of rotation 

SQK33.00
SQL33… 
SQL83.00

  

 
• SQK33.00 operating voltage AC 230 V 
• SQL33… operating voltage AC 230 V 
• SQL83.00 operating voltage AC 24 V 
• 3-position control signal 
• Nominal angle of rotation 90° 
• Auxiliary switch and potentiometer for extra functions 
• Manual adjuster and position indicator 
• Reversible electric motor 
 

Use 

For use in heating, ventilation and air conditioning systems to operate type VKF41… 
butterfly valves and type VBF21…, VBG31…, VBI31…, VCI31 3-port and 4-port slipper 
valves as well as valves from other manufacturers (refer to «Equipment 
combinations»). 
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Type summary 

Type Operating voltage Positioning 
signal 

Positioning time for 90° 
at 50 Hz 

Positioning 
force 

SQK33.00  5 Nm 

SQL33.00 AC 230 V 
125 s 

12.5 Nm 

SQL33.03  30 s 10 Nm 

SQL83.00 AC 24 V 

3-position 

125 s 12.5 Nm 
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.

 
 
Type  Actuators  For valves 

ASK31 

 

 
Slipper valves 
VBF21… (DN 65...150) 

ASK32 

 

Slipper valves 
VBF21…(DN 40…50), 
VBG31…, VBI31…, VCI31… 

ASK33 

 

Butterfly valves 
VKF41… (DN 40…200) 

ASK40 

 
ASK41 

SQK33.00 

SQL33.00 
SQL33.03 
SQL83.00 

Slipper valves from other 
manufacturers 

Mounting kits 

 
 
Type  Description For actuators Mounting position

ASC9.5 

45
54

Z0
4

 

Auxiliary switch 

ASC9.4 

45
54

Z0
6

 

Double auxiliary 
switch 

ASZ7.4 

45
54

Z0
5

 

Auxiliary switch and 
potentiometer 
1000 Ω 

SQK33.00 1)

SQL33… 
SQL83.00 

1 x ASC9.5 or 
1 x ASC9.4 or 
1 x ASZ7.4 

(only one 
accessory at a 
time can be 
mounted) 

Accessories 

1) In SQK33.00 only the ASC9.5 auxiliary switch can be installed. 

 
Order The actuator, slipper valve, butterfly valve, mounting kit ASK… and any accessories 

must be ordered separately. 

When ordering please specify the quantity, product name and type code. 

1 actuator SQL33.03 Example 
1 mounting kit ASK31 
1 auxiliary switch with potentiometer ASZ7.4 

The actuator, slipper valve or butterfly valve, mounting kit ASK… and accessories are 
packed separately and delivered as individual items.. 

Delivery 
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Equipment combinations 

  Electromotoric actuator   

 Valves SQK33.00 SQL33… SQL83.00 Mounting kit Data sheet

3-port slipper valve VBF21… DN 40…50 ASK32 

   DN 65…150 ASK31 
N4241 

 VBI31… N4232 

 VBG31… 
DN 20…40 (¾…1½“) ASK32 

N4233 

ASK40  3-port valves of 
other manufacturers

DN 15…40 
(¾…1½“) 

DN 15…125 (¾…2“) 
ASK41 

N4291 

4-port slipper valve VCI31… DN 20…40 (¾…1½“) ASK32 N4252 

ASK40  4-port valves of 
other manufacturers

DN 15…40 
(¾…1½“) 

DN 15…200 (¾…2“) 
ASK41 

N4291 

Butterfly valves VKF41… DN 40 DN 40…200 ASK33 N4131 

.

.

.

.

.

.

.
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.
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.
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.
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Function / mechanical design 

These electromotoric actuators require no maintenance. They have a reversible 
synchronous motor and reduction gears with self-lubricating sinter bearings. 

The actuator is driven by a 3-position signal from the controller and generates a rotary 
motion which is transferred via a driver to the butterfly valve, the 3-port or 4-port slipper 
valve. 

The actuators are supplied with a 90° angle of rotation suitable for use with Siemens 
butterfly and slipper valves. During automatic operation, rotation is limited by two built-
in end-switches. For non-Siemens valves, the angle of rotation in the range 70° to 180° 
can be selected by repositioning the switching cams.. 

The direction of operation of the actuator can be reversed (refer to «Commissioning»). 

Direction of rotation of the actuator on delivery: 
• Voltage at Y1 = Clockwise rotation 
• Voltage at Y2 = Anti-clockwise rotation 
• No voltage = No rotation; actuator fixed in relevant position 

 

1 Manual lever, rotation is limited by built-in stop 
2 Rotary «AUTO» / «MAN» selector 
3 Yoke (e.g. mounting kit ASK31) 

When the selector is set to «MAN», the valve can be 
operated with a manual lever. 

45
05

Z3
6

12 11 Y2 Y1 N
(G)

4

5

6

 

4 Terminal strip 
5 Double end switch (always factory-installed) 
6 Plug for reversing direction of rotation 
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Engineering notes 

Electrical installation The actuators must be electrically connected in accordance with local regulations and 
with the connection diagrams. 

Regulations and requirements to ensure the safety of people and property must 
be observed at all times. 

 

If additional functions are to be controlled by the actuator, the ASC9… (auxiliary switch) 
or ASZ7.5 (auxiliary switch / potentiometer) must be fitted. The relevant switching 
point(s) and zero-ohm position must be noted in the plant documentation 
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Mounting notes 

Type Mounting Instructions  Type Mounting Instructions 
ASK31 M4290.1 4 319 5596 0  ASC9.4 G4506.5 4 319 5537 0

ASK32 M4290.2 4 319 5597 0  ASC9.5 G4506.7 4 319 5557 0

ASK33 M4111.1 4 319 5595 0  ASZ7.4 G4506.6 4 319 5538 0

ASK40 M4291.1 4 319 5534 0    

ASK41 M4291.2 4 319 5535 0    

.

.

.

.

.

.

.

.

.

Overview of  
Mounting Instructions 

 
The valve and actuator can be assembled straightforwardly on site. There is no need 
for special tools. 
 

90°

47
16

Z1
6

90°

 

Orientation 

Commissioning notes 

When commissioning the complete motorized valve consisting of actuator, mounting kit 
and valve (butterfly or slipper valve), always check the wiring and test the functions. 
This also applies to any additional components fitted, e.g. auxiliary switch or 
potentiometer. 

Note Siemens slipper valves up to DN 50 can be commissioned without an actuator being 
fitted. In this case, the flow rate must be adjusted manually with the standard manual 
adjuster fitted to the valve. 
 

4505Z40 

«AUTO» = automatic operation 

4290Z02 

«MAN» = manual operation 

Mode of operation 

 
Direction of rotation The actuators are factory-set to rotate in clockwise direction for opening (as seen from 

the cover). 
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The direction of rotation can 
be reversed by 
repositioning a connector 
located under the cover. 
The wiring for the OPEN 
and CLOSE control signal 
is not affected 

45
05

Z4
2

12 11 Y2 Y1 N

1

0

Y1

1

 

45
05

Z4
3

12 11 Y2 Y1 N

1

Y1

0

2

 
 

Direction of rotation reversed 

.

.

.

.

.

.

.

.

.

.

Reversing the  
direction of rotation 

 
Setting the  
angle of rotation 

The angle of rotation is factory-set to 90°. However, the angle can be changed to 
between 70° and 180°. This may be necessary when using non-Siemens valves. 
Special notes on this subject will be found in the mounting instructions for the ASK40 
and ASK41. 
 

Control Every actuator must be driven by a dedicated controller (refer to «Connection 
diagrams»). 

Maintenance 

The actuators and butterfly valves require no maintenance. 

 Caution Before performing any service work on the valve or actuator: 
• Switch off the pump and power supply 
• Close the main shut-off valves in the pipework 
• Release pressure in the pipes and allow them to cool down completely 
If necessary, disconnect electrical connections from terminals. 

The butterfly or slipper valve must be re-commissioned only with the manual adjuster or 
the actuator correctly assembled. 
 

Disposal 

 

The actuator contains electrical and electronic components and must not be disposed 
of together with domestic waste. 
Legislation may demand special handling of certain components, or it may be sensible 
from an ecological point of view. 
Current local legislation must be observed.  

Warranty 

The technical data given for these applications is valid only in conjunction with the 
Siemens butterfly and slipper valves as detailed under «Equipment combinations» and 
with ASK40 / ASK41 mounting kits and valves of other manufacturers. 
The use of third-party valves other than those recommended by Siemens invalidates the 
warranty. 
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Technical data 

  SQK33.00 SQL33.00 SQL33.03 SQL83.00 
Power supply Operating voltage AC 230 V 

±15 % 
AC 24 V 
±20 % 

 Frequency 50 / 60 Hz 

 Power consumption 1) 3 VA 4 VA 6.5 VA 4 VA 

Control Positioning signal 3-position 

 Parallel operation parallel operation of several actuators not possible 

Operating data Positioning time for 90° at 50 Hz  
 at 60 Hz 

125 s 
105 s 

30 s 
25 s 

125 s 
105 s 

 Angle of rotation 90° ± 2° (factory setting) 

 adjustable 70°…180° 

 Torque 1) 5 Nm 12.5 Nm 10 Nm 12.5 Nm 

 End switch Switching capacity AC 250 V, 6 A resistive, 2 A inductive 
Switching differential approx. 1° 

 Medium temperature Permissible temperature of medium in the assembled valve: 120°C 

Standards Meets the requirements for CE 
marking in 

EMC directive  89/336/EEC 
Low-voltage directive  73/23/EEC 

 Electromagnetic compatibility AC emissions: EN 61000-3-ff, EN 55014-1 and EN 55022 
AC + DC immunity: EN 61000-4-ff 

 Product standards for automatic 
electrical controls 

EN 60730-2-14 

 Housing protection standard IP 44 to IEC 60529 / DIN 40050 

 Protection class III or II to EN 60730 

Dimensions / weight Dimensions see «Dimensions» 

 Cable glands 4 x ∅ 20.5 mm (for M20) 

 Weight 1.25 kg 1.35 kg 1.4 kg 1.35 kg 

Materials Housing base, yoke die-cast aluminium 

 Cover plastic 

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

1) These values apply at nominal voltage, at an ambient temperature of 20 °C and at the specified nominal 
running time 

 
 

Accessories for SQK33.00, SQL33…, SQL83.00  Weight

• Double auxiliary switch 
ASC9.5 / ASC9.4 

Switching capacity 
Switching differential 

AC 250 V, 10 A resistive, 3 A inductive 
approx. 1°  

ASC9.4 85 g
ASC9.5 30 g

• Auxiliary switch with 
potentiometer ASZ7.4 

Switching capacity 
Switching differential 
Change in resistance 

AC 250 V, 10 A resistive, 3 A inductive 
approx. 1°  
0 ...1000 Ω corresponding to 0…90 ° 

60 g
 

 
 

General  
ambient conditions 

Operation 
EN 60721-3-3 

Transport 
EN 60721-3-2 

Storage 
EN 60721-3-1 

 Environmental conditions Class 3K5 Class 2K3 Class 1K3 

 Temperature –15...+55 °C –30...+65 °C –15...+55 °C 
 Humidity 5...95 % r. h. < 95 % r. h. 0...95 % r. h. 
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Internal diagrams 

SQK33.00 

 
  
SQL33.00 
SQL33.03 

 
  
SQL83.00 

 

Cm1 End switch 
Cm2 End switch 
c1 1 auxiliary switch ASC9.5  
 or 
c1, c2 1 double auxiliary switch  
 ASC9.4 
 or 
c1, 1000 Ω 1 built-in unit ASZ7.4  
 (1 auxiliary switch and 
 1 potentiometer) 
N Neutral conductor 
G System potential 
Y1 Control signal OPEN 
Y2 Control signal CLOSED 
11 Sequence Y1 at 90° 
12 Sequence Y2 at 0° 

.

.

.

.

.

.

.

.

.

.
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.

.

.
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.

.

.
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.
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Connection diagrams 

45
05

A
01

(L)

(N)

N

Y2Y1

N2(Y1) (Y2)

Q1 Q2

Y2

(L)

(N)

L

N

A
C

 2
30

 V

N

Y2Y1

N1(Y1) (Y2)

Q1 Q2

Y1

 
 
 
N1, N2 Controller 
Y1, Y2 Actuator 
L System potential AC 230 V 
N System neutral 
Q1, Q2 Controller contacts 

SQK33.00 
SQL33… 
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45
05

A
02

(Y1)

(G)

(G0)

G

Y2Y1

(Y2) N2

Q1 Q2

Y2

(Y1)

(G)

(G0)

SP

SN

A
C

 2
4 

V
G

Y2Y1

(Y2) N1

Q1 Q2

Y1

 
 
 
N1, N2 Controller 
Y1, Y2 Actuator 
SP System potential AC 24 V 
SN System neutral 
Q1, Q2 Controller contacts 

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

SQL83.00 

 
 

Dimensions 

Dimensions in mm 
 

 
Installation height H* 
for actuator with mounting kit: 
ASK31 162 mm 
ASK32 132 mm 
ASK33 162 mm 

SQK33.00 

 
 

 
Installation height H* 
for actuator with mounting kit: 
ASK31 188 mm 
ASK32 158 mm 
ASK33 188 mm 

SQL33… 
SQL83.00 

 
 
= Installation height of slipper or butterfly valve from the middle of the pipe Overall height of valve 

and actuator + Installation height H* of the actuator with mounting kit 
+ Minimum clearance from ceiling or wall for mounting, connection, 
   operation, service etc.   >100 mm 
  >200 mm 
 

8/8 

Building Technologies Electromotoric Actuators CM1N4506en 

© 2000 – 2006 Siemens Switzerland Ltd Subject to alteration

HVAC Products  06.11.2006 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


